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GENERAL NOTES

|. SEE DRAWING SHEET AIO.| FOR DOOR ¢ WINDOW INFORMATION.

2. PROVIDE PRE-FINISHED SHEET METAL FOUNDATION FLASHING FULL
PERIMETER OF BUILDING.

3. SEE REFLECTED CEILING PLAN ON DRAWING SHEET All.|l FOR MORE
INFORMATION.

4. SEE FLOOR PLAN ON DRAWING SHEET Al.l FOR TYPICAL WALL
CONSTRUCTION.

5. PROVIDE FOUNDATION DAMPROCFING AND INSULATION ON EXTERIOR
FOUNDATION WALL.

KEYED NOTES NOTED THUS (X)

@ PRE-FINISHED VERTICAL METAL 5IDING - SEE SPECIFICATIONS
@ PRE-FINISHED SHEET METAL FLASHING - SEE SPECIFICATIONS
@ METAL ROOFING - SEE ROOF PLAN SHEET A4.|

@ HOLLOW METAL DOOR ¢ FRAME - SEE SHEET AlOQ.|

BUILDING SIGNAGE - PROVIDE BACKING FOR MOUNTING LETTERS ON
BOARD - SEE SPECIFICATIONS

@ ALUMINUM WINDOW - SEE SHEET AIO.|

@ OVERHEAD SECTIONAL DOOR - SEE SHEET AIO.|

MOLDED RUBBER DOCK BUMPERS - SEE SPECIFICATIONS

@ EXPOSED CONCRETE WALL WITH RUB FINISH

ALUMINUM STOREFRONT DOOR - SEE SHEET AIO.|

@ GUTTER AND DOWNSPOUT - TIE INTO STORM SEWER - SEE CIVIL DRAWINGS
@ CONDENSING LINE - N.I.C.

@ PAD-MOUNTED MAIN DISTRIBUTION PANEL - SEE ELECTRICAL DRAWINGS

0 6AS CONNECTION ¢ METER LOCATION - SEE MECHANICAL AND CIVIL
DRAWINGS

@ EXTERIOR LIGHTING - SEE ELECTRICAL DRAWINGS

@ INFLATABLE DOCK SEAL - INSTALL PER MANUFACTURER - SEE SPECS
AND ELECTRICAL FOR CONNECTION

ROOFTOP UNIT 1S 846 LBS. METAL BUILDING MANUFACTURER TO
DESIGN ADDITIONAL SUPPORT AS NECESSARY. FLASH WITH STAINLESS
STEEL FLASHING AS NECESSARY. MECHANICAL CURBS PROVIDED BY
MANUFACTURER.

EMERGENCY DISCONNECT - SEE ELECTRICAL DRAWINGS

ELECTRIC METER - SEE ELECTRICAL DRAWINGS

PAD-MOUNTED CT ENCLOSURE - SEE ELECTRICAL DRAWINGS

@ MANUAL TRANSFER SWITCH - SEE ELECTRICAL DRAWINGS

@ FREEZER/COOLER CONDENSING UNIT - N.I.C. - PROVIDE CONCRETE PADS
@ PAD-MOUNTED CONDENSING UNIT - SEE MECHANICAL DRAWINGS
VERTICAL WEATHERPROOF DUCT - SEE DETAIL 5/M4.0

@ 12" VERTICAL SMOKER VENT - SEE SHEET M2.|

SIDEWALL JACK - SEE DETAIL 3/M4.0

@ EXTERIOR PAD-MOUNTED RTU#| - SEE MECHANICAL DRAWINGS

EXTERIOR PAD-MOUNTED COOLER / FREEZER UNITS - SEE SPECIFICATIONS

FORWARD CODY — CODY, WYOMING

WYOMING AUTHENTIC PRODUCTS PLANT
Plarm ome /) arcahiteccts

~ cody, wyoming, 1001 12th st., 82414 (307) 587-8646 ~ rock springs, wyoming, 4020 dewar dr., suite a, 82901 (307) 352-2954, ~ driggs, idaho, 189 north main, suite 112, 83422 (208) 354-8036 ~

The professional services of the architect are
undertaken for and are performed in the interest
of FORWARD CODY. No contractual
obligation is assumed by the architect for the
benefit of any other person involved in the contract.
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Proposed Parking Regulations: (Initial P&Z Review Draft, dated 1.4.2012)
The following would replace Chapter 9-4 of the City of Cody Code.

Chapter 10-20 Off-Street Parking

10-20-010 Intent

This chapter is intended to regulate the design, construction, use, and maintenance of public and private
off-street parking facilities, so as to provide for the parking needs in the community in an efficient,
coordinated, and safe manner.

10-20-020 Applicability

The requirements of this chapter apply to all off-street parking within the City, whether required or
voluntarily provided, except as follows.

Within the Downtown Parking District, the use of buildings and land with no more than twenty five (25)
persons employed at the site and no more than sixteen (16) dwelling units shall be exempt from
providing the number of off-street parking spaces otherwise required by this chapter. All other
requirements, including dimensional standards, surfacing, and drainage control remain applicable to all
off-street parking constructed in the Downtown Parking District after adoption of this ordinance.

Uses in the Downtown Parking District that exceed the 25-person or 16-dwelling unit thresholds noted
above shall provide off-street parking in the amount required over and above those thresholds.

The Downtown Parking District includes all land within the Downtown Architectural District described in
Section 9-2-2 of City of Cody Code. (Generally 1 % blocks to the north and south of Sheridan Avenue,
from 8" Street to 16" Street.)

10-20-030 Parking Facilities Required

Off-street parking facilities shall be provided in accordance with this chapter for any building or use
hereafter established, enlarged, increased in capacity, replaced, or reconstructed as follows:

A) For new buildings and uses, off-street parking facilities shall be provided as required by this
chapter based on the proposed use and capacity of the building.

B) Any building or use that is hereafter enlarged, or increased in capacity through physical
expansion or conversion of an area to a use with an increased parking demand (e.g. conversion
of storage to commercial floor space, addition of dwelling units, utilization of vacant land for
business purposes), shall provide parking as required for the increase in area or capacity.

C) Any building or use that is replaced or reconstructed in an amount greater than 75% of the area
or assessed value of the building, within any 5-year time period, shall provide parking for the
entire building in accordance with this requirements of this chapter for new buildings and uses.
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10-20-040 Plan Review
A) Plan Submittal:

Before the granting of a development or building permit for any building or use requiring
parking pursuant to this chapter, the applicant shall present satisfactory plans to the Community
Development Department showing how all parking and loading facilities will be provided as
required by this chapter. A determination that the parking plan meets the requirements of this
title and other City ordinances shall be obtained before issuance of a building permit for the
project. If site plan review by the Planning and Zoning Board is required, this determination is to
be made by the Planning and Zoning Board in conjunction with the site plan review. For projects
not requiring Planning and Zoning Board site plan review, administrative approval of the parking
plan by the City Engineer and City Planner, or their designee, is sufficient; provided no variance
or special exemption to the parking standards is requested.

Parking facilities that are to be reconstructed or reconfigured independent of any building
permit or other development approval shall be subject to the dimensional and construction
standards of this chapter unless the Planning and Zoning Board determines that physical
conditions prevent otherwise. New parking facilities independent of any other development
approval shall likewise require plan review. Plans for reconstructed, reconfigured or new
parking facilities shall be submitted for review as described in the previous paragraph.

B) Plan contents: The parking plan shall be drawn to a standard dimensional scale and show all
parking facilities, adjacent streets, driveway locations and widths, surfacing material(s), and as
applicable, internal traffic circulation, ADA parking and loading details, proposed drainage,
parking lot lighting locations and fixture details, entrance gates, fencing or screening methods,
wheel stops/curbing, loading docks/bays, and other features proposed or necessary to address
site-specific health and safety issues.

C) Plan compliance: Parking improvements are to be installed and completed as shown on the
approved plans prior to occupancy of the building, structure or use served by the parking
facilities; provided, a performance bond may be accepted to postpone installation of pavement
or concrete work for up to one hundred twenty (120) days when cold weather precludes such
work.

10-20-050 Maintenance of Parking Facilities

Off-street parking facilities required by this chapter shall be maintained so long as the building, structure
or use for which they are provided exists, unless an equivalent number of substitute parking spaces is
approved by the City, provided, and thereafter maintained as specified by this chapter.

10-20-060 Location and Zoning Requirements.

Except as specified in 10-20-070, required off-street parking facilities shall be on the same property as
the building or use they serve, and the zoning of the parking facilities shall either be in the same zoning
district, a zoning district that also permits the use served, or a zone that permits public parking facilities.
(e.g. parking for a commercial use is not permitted in areas zoned residential, parking for multi-family
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development is not permitted in areas zoned single-family residential, parking for an industrial use is not
permitted in an area zoned residential or neighborhood commercial, etc...)

10-20-070 Joint Parking Facilities, Multiple or Mixed Uses.

In the case of joint parking facilities that will serve multiple or mixed uses, the number of off-street
parking spaces required shall be the sum of the requirements for the individual uses computed
separately, unless the Planning and Zoning Board authorizes otherwise based on reliable data, such as a
parking demand study prepared by a qualified parking consultant or engineer that justifies a reduced
number. Site-specific characteristics, such as offset peak parking times/days, are to be considered when
determining whether a reduction in the number of spaces is justified for joint parking facilities.

10-20-080 Off-Site parking

The Planning and Zoning Board may authorize parking facilities located on neighboring private property
to count towards required off-street parking under the following conditions:

A) The parking spaces are not required for another building, structure or use, unless joint parking is
allowed pursuant to 10-20-070;

B) The nearest point of the parking lot is within the following distances, as measured along the
pedestrian’s path of travel, from the building served:

a. One hundred (100) feet for accessory apartments, single-family dwellings, and two-family
dwellings;

b. Two hundred (200) feet for multiple-family dwellings, hotels, motels, and lodging facilities;

c. Three hundred (300) feet for hospitals, medical offices, homes for the aged, and
clubs/fraternal orders; and,

d. Four hundred (400) feet for uses not otherwise specified above.

C) Along-term agreement for the off-site parking, in a form and with conditions acceptable to the
City Attorney and Planning and Zoning Board, is entered into between the affected property
owner(s) and recorded in the office of the County Recorder. An agreement shall be required
regardless of whether the neighboring property is owned by a different or same property owner
as the use requiring the parking. The agreement may be included in a deed, lease, CC&Rs, or
contract.

D) If the off-site parking is no longer available, section 10-20-120 is applicable.

10-20-090 Parking Lot Design and Construction Standards

Off-street parking facilities shall be designed and constructed to the following standards:

A) The parking facilities must have adequate ingress, egress, and internal circulation and shall
provide the number of off-street spaces required under Section 10-20-100.

B) All off-street parking spaces must be entirely outside of the street right-of-way.

C) Asrequired by the International Building Code, handicap (ADA) parking space(s), loading areas,
and travel ways from the ADA space to the building, shall be provided in accordance with
adopted ADA standards. Required ADA parking spaces count towards the number of spaces
required by Section 10-20-100.
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D) Entrances/Exits: The City Engineer has the authority to specify the locations, widths, and
designs of all approaches to and from all City streets. The parking lot designer and City Engineer
shall consider and apply appropriate access management techniques consistent with
professional engineering practices, such as those found in the Access Management Manual,
(2003, Transportation Research Board), to preserve street capacity, minimize safety issues, and
minimize future costs to the City. The access management requirements of the City Engineer
shall be incorporated in the parking lot/access design; provided, any appeal to such
requirements from the applicant may be presented to the Planning, Zoning, and Adjustment
Board for a ruling. For access to state highways, access management techniques shall be
determined through consultation and permitting with WYDOT. (see also WYDOT Access
Manual, 2005 or current edition)

E) Parking areas for civic, commercial, and industrial uses that will be utilized outside of daylight
hours shall be provided with illumination. Lighting fixtures shall be designed and installed such
that illumination will be directed away from any neighboring residential properties.

F) Parking spaces and aisles shall have a vertical clearance of at least seven (7) feet.

G) Tandem Configuration: Single-family residential (attached or detached), two-family residential
(duplex), and family daycare home uses may utilize a tandem (one vehicle directly behind the
other) parking configuration and have both spaces count toward the required number, so long
as both tandem spaces are designated to serve the same dwelling unit. Tandem parking spaces
provided for any other use shall count as only one parking space for each two tandem spots.

H) Parking lots containing five (5) or more required spaces shall be designed and constructed to the
following minimum standards:

1. Surfacing. Parking spaces, drives, and aisles shall be constructed of either concrete, asphalt
concrete pavement, recycled asphalt, asphalt millings, or crushed gravel. Base material
suitable for the traffic anticipated to utilize the facility, including emergency vehicles, shall
also be provided. ADA spaces must be concrete or asphalt concrete pavement.

2. Entrance. Commercial development, industrial/light-industrial development, and multi-
family developments that are accessed directly from a state highway or street classified as
an arterial or collector shall have a paved entrance/exit extending from the curb cut to a
point at least fifty feet from the public street, measured along the direction of travel.

3. Back Out Prohibited. Off-street parking for commercial, industrial, civic, and multiple-family

development shall be arranged so as to make it unnecessary for a vehicle to back out into a
public street. Backing into alleys is acceptable.

4. Hard-surfaced parking areas shall use paint, curbing, or similar improvements to delineate
car stalls. Painted parking lot stripes and directional markings must be white or yellow.

5. Gravel parking areas shall use wheel stops/parking stops or wood timbers to delineate car
stalls, and signage as necessary for the direction of traffic.

6. Where pedestrian walks are used in parking lots for the use of foot traffic only, they shall be
curbed, or raised six inches above the lot surface.

7. Wheel stops or parking blocks shall be provided next to sidewalks and pedestrian aisles
when necessary to prevent vehicle overhang from reducing the sidewalk or pedestrian aisle
to less than four (4) feet in width. When determining possible encroachment into the
sidewalk or pedestrian aisle, an overhang of 2.0 feet is to be assumed for 90-degree parking,
1.7 feet for 60-degree parking, 1.6 feet for 45-degree parking, and 1.0 feet for 30-degree
parking.
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8. Primary access gates located next to an arterial or collector street shall be set back
sufficiently from the public street to allow an appropriate design vehicle to completely pull
off the street before having to stop to open the gate.

9. Parking lots that slope down to adjoining properties or streets, or that have a drop-off grade
separation in relation to adjoining streets or properties shall provide a wall, sturdy railing or
other installation which will prevent a slow-moving or driverless car from escaping such
areas.

10. Parking areas situated within twenty (20) feet of a neighboring residence shall have a visual
screen, such as landscaping and/or fencing, as necessary to prevent headlight glare
disturbance to the occupants of the neighboring residence.

11. When off-street parking is provided to the rear of a building, and a driveway or lane
alongside the building provides access to the rear parking area, such driveway shall be a
minimum of 12 feet wide and a minimum four-foot wide sidewalk must be installed
adjoining the building, which sidewalk is to be curbed or raised six inches above the
driveway surface.

12. Dead-end one-way parking aisles shall not be permitted. Additional back-up or turnaround
area, such as a hammerhead, shall be provided at the end of two-way dead-end parking
aisles.

10-20-100 Number of Spaces Required

The minimum number of parking spaces required for a use shall be according to the following table,
unless the Planning and Zoning Board authorizes otherwise based on reliable data, such as parking data
from a highly comparable facility or a parking demand study prepared by a qualified parking consultant
or engineer, which justifies use of a different parking ratio.

Calculations based on the following figures that result in a fraction of one-half (}4) or greater are to be
rounded up, and fractional results of less than one-half (}2) may be rounded down. Area per square
foot (sq. ft.) refers to square foot of gross floor area, unless noted otherwise.

Table 1. Minimum number of parking spaces.

CATEGORY: MINIMUM SPACES REQUIRED:

RESIDENTIAL AND LODGING:

Accessory Apartments, Guest Houses, and Bed | 1.4 spaces for a 1-bedroom unit
and Breakfast Inns. 2 spaces per 2-bedroom unit
2.25 spaces for a 3+ bedroom unit
(In addition to the spaces for the main dwelling.)

Congregate Care Facility .5 spaces per dwelling unit
Hotels, Motels, and other Lodging Facilities 1.1 spaces per rentable room or sleeping unit, plus 1
not otherwise listed. space per hotel/motel vehicle (e.g. shuttle), and .75

spaces per employee on the maximum shift. Parking
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Multiple-Family Dwellings (3 or more units in
same building).

Residential Care Facility/Assisted Living

Single-Family Attached (e.g. townhouse),
Single-Family Detached, and Two-Family
Dwellings.

CIVIC AND PUBLIC ASSEMBLY:

Hospitals

Public Assembly, including, but not limited to,
Auditoriums, Churches, and Theaters.

Schools: (The Planning and Zoning Board may
authorize public schools to count available on-
street parking towards the following
requirements.)

COMMERCIAL/OFFICE/SERVICE:

Auto Parts Sales

Banks, Credit Unions, Financial Institutions

Bar or Lounge, with or without eating facilities.

Convenience Store, without gas pumps.

Daycare Center

Draft Parking Regulations, 1.4.2013 Draft for P&Z Review.

for any conference/banquet room is to be calculated
separately at a ratio of one space per 150 sq. ft. Any
full-service restaurant is to be calculated as a
restaurant.

1.4 spaces per 1-bedroom unit
2 spaces per 2-bedroom unit
2.25 spaces per 3+ bedroom unit

0.5 spaces per bed, plus 1 per day-shift employee

2 spaces per dwelling unit

4.9 spaces per bed

Fixed Seats: .3 spaces per seat

Without Fixed seats: 11.3 spaces per 1,000 sq. ft. of
gross floor area, or 1 space per 45 sq. ft. of assembly
area, whichever is less.

Elementary Schools: 0.2 spaces per student
Middle Schools: 0.2 spaces per student

High Schools: 0.5 spaces per student

1 space per 200 sq. ft.
1 space per 300 sq. ft.

17.3 spaces per 1,000 sq. ft.; or 0.3 spaces per fixed
seat where seating is fixed.

Indoor and outdoor seating areas are counted.

5.7 spaces per 1,000 sq. ft.

3.5 spaces per 1,000 sq. ft.; or .2 spaces per child,
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Discount Store, freestanding.
Drugstore/Pharmacy

Furniture, Carpet, Tile, Home Furnishing
Showrooms/Stores.

Gas Station

Laundromat

Medical and Dental Offices
Office Supply Store
Professional Offices, General.

Restaurant, Fast Food

Restaurant, Sit Down

Retail Establishments; including Appliance,
Clothing, Hardware, Housewares, Specialty

Items, Sporting Goods, and other retail
establishments not otherwise listed.

Shopping Centers:

Draft Parking Regulations, 1.4.2013 Draft for P&Z Review.

whichever is less.
1 space per 200 sq. ft.
5.4 spaces per 1,000 sq. ft.

2.3 spaces per 1,000 sq. ft.

With convenience store: .75 spaces per fueling
position, in addition to fueling spaces.

Without Convenience Store or Service Station: One
per on-site employee.

.5 spaces per washing machine, plus one per
employee.

1 space per 250 sq. ft.
1.2 spaces per 1,000 sq. ft.
4 spaces per 1,000 sq. ft.

With Drive-thru: 15.2 spaces per 1,000 sq. ft., or 0.6
spaces per fixed seat where seating is fixed.

Without Drive-thru: 12.7 spaces per 1,000 sq. ft.

Indoor and outdoor seating areas are counted.

14.3 spaces per 1,000 sq. ft.; or 0.5 spaces per fixed
seat where seating is fixed.

Indoor and outdoor seating areas are counted.

1 space per 300 sq. ft.

4.1 spaces per 1,000 sq. ft. for <30,000 sq. ft. of gross
leasable area.

4.7 spaces per 1,000 sq. ft. for 30,000+ sq. ft. of gross
leasable area.
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Supermarkets, up to 5,000 sq. ft. in size. 3.33 spaces per 1,000 sq. ft.
Supermarkets, larger than 5,000 sq. ft. 5.8 spaces per 1,000 sq. ft.

Vehicle Repair and Maintenance Services. 4 spaces per service bay, except vehicle
repair/maintenance accessory to vehicle sales is 3
spaces per service bay.

Vehicle Sales (New or Used) 1 space per 300 sq. ft. of office and indoor sales area.
INDUSTRIAL:

Light Industry, General (not manufacturing). 1.1 spaces per 1,000 sq. ft.

Manufacturing 1.3 spaces per 1,000 sq. ft.

Warehousing 1 space per 2,000 sq. ft. for warehouses. Mini-

storage/self-storage has no parking required.

10-20-110 Dimensional Standards for Off-Street Parking

A) Parking Stall Dimensions: A standard angled or perpendicular parking space on a paved or
concrete surface shall measure a minimum of nine (9) feet in width by twenty (20) feet in
length. A standard angled or perpendicular parking space on a gravel surface shall measure a
minimum of ten (10) feet in width by twenty (20) feet in length. The minimum length may be
reduced to eighteen (18) feet when an additional space of two (2) feet is provided for the front
overhang of vehicles (e.g. overhanging a curb, sidewalk, wheel stop, landscaped area or
combination thereof). Any front overhang of a vehicle may not reduce the clear width of an
adjacent sidewalk or ADA accessible route to less than four feet in width. The minimum
dimensions for an off-street parallel parking space shall be nine (9) feet wide by twenty-two (22)
feet long.

Parking lots serving a high-turnover of short duration users, such as convenience stores, grocery
stores, and hardware stores should consider use of 10-foot wide stalls.

Covered parking stalls (i.e. carports) are to exclude the width of any support poles/columns
from the parking stall width, and all support poles/columns must be at least two feet (three feet
recommended) from the back of the stall.

B) Standards for parking rows and aisles: Parking lot rows and aisles shall meet the following
minimum dimensional requirements, as set forth in Tables 2 and Figure 1. To determine module width,

simply add aisle width and the appropriate parking row width(s) from Figure 1.

Table 2: Parking Lot Aisle Width.

Draft Parking Regulations, 1.4.2013 Draft for P&Z Review. Page 8 of 11



Parking Angle: | Minimum Aisle
Width:
90-deg. 24’
60-deg. 18’ (one-way)
24’ (two-way)
45-deg. 13’ (one-way)
24’ (two-way)
30-deg. 12’ (one-way)
24’ (two-way)
Figure 1. Parking Stall Dimensions.

(Located at end of ordinance.)

10-20-110 Off-Street Loading Facilities

Outside of the Downtown Parking District, buildings or structures that regularly receive or distribute
material or merchandise by truck shall provide and maintain off-street loading spaces or docks in

sufficient size and number to fill the needs of the use. The loading facilities shall be designed to the
following standards, when located outside of the Downtown Parking District.

A) The minimum number shall be according to the following tables:

1. Loading Spaces/Docks for Commercial and Industrial Buildings:

Number of Loading Spaces/Docks

Gross Floor Area of Building in
Square Feet

1 Up to 20,000
2 20,001 to 50,000
3 50,001 to 100,000

One additional berth is required for each 50,000 sq. ft. in excess of
100,000 square feet.

Gross Floor Area of Building in
Square Feet

1 Up to 20,000
2 20,001 to 50,000
3 50,001 to 100,000

One Additional Berth is required for each 50,000 sq. ft. in excess of
100,000 square feet.

2. Loading Spaces/Docks for Office Buildings, Hotels, Hospitals, and Other Institutional Uses:
Number of Loading Spaces/Docks

B) Setback from residential zone. Loading spaces or docks serving new development must be
located at least fifty (50) feet from any residential zoning district.

C) No part of a truck or van using the loading space may project into a public street or fire lane.

D) Forward motion. New loading facilities must be designed so that vehicles enter and exit the site
in a forward motion. The Planning and Zoning Board may waive this requirement when the

Draft Parking Regulations, 1.4.2013 Draft for P&Z Review.
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adjacent public street has minimal traffic and there is an alternative route around the vehicle
maneuvering area.

10-20-120 Maintenance of Required parking.

In the event any off-street parking facilities required in connection with any building, structure or use
are at any time not maintained for automobile parking purposes to the extent required, the Planning,
Zoning and Adjustment Board shall direct the Building Official to revoke and cancel the certificate of
occupancy for such building, structure or use after holding a hearing upon at least ten (10) days' written
notice of the time, place and purpose of the hearing having been mailed to the owner or other person
occupying the same as shown on the records of the city clerk; provided, that if it appears that the failure
to maintain such required parking was reasonably beyond the control of the person required to
maintain the same, no certificate of occupancy shall be revoked until such person shall have had ninety
(90) days to reestablish the minimum required parking. In the event any certificate of occupancy is
revoked, the premises covered thereby shall not be occupied or used for any purpose until a new
certificate of occupancy has been issued.

10-20-130 Variances

DISCUSS WHICH OPTION IS PREFERRED—CURRENTLY A CONFLICT.

(Existing section in parking code :)

The city council may, by a majority vote, vary or adjust the strict application of any of the requirements
of this chapter where physical conditions applying to a lot or building area are such that strict
application would result in practical difficulty or unnecessary hardships that would prevent the owner or
occupant of the reasonable use of the land or building involved. However, before granting such a
variance, the city council shall first refer the application for variance to the planning and zoning
commission for their study and recommendation. Consideration may be given for any monetary
payments made to the city for parking lots or off street parking in lieu of providing such off street
parking as required by this chapter. (Ord. 79-17)

(Existing section in Special Exemption chapter:)

B. Applicability: Applicants may request, and the planning and zoning board may consider, special
exemptions from certain numerical specifications and for uses that are similar to permitted uses as
specified below:

1. Exemption from Numerical Specifications: The following types of numerical standards may be waived
or modified by special exemption:

a. Hour of business operation limits in D-1 district;

b. Setbacks and yard requirements;

c. Height limits;

d. Parking standards of title 9, chapter 4 of this code;

Draft Parking Regulations, 1.4.2013 Draft for P&Z Review. Page 10 of 11



RIS 02401 eie0-0E

woe
%
R —|
6

WS 036 ‘wubag-0c L TR R T NS DT<04 P0Be0Gr IS 02 BCSTGr

oz

o8

AND 0 doIG e |
| — r | o _

RIS ZT06 PR RS OTHE MMBa0-05 WS LS wBe0-05

06 —-—
=06 ———

™S 076 wuban-0g

suoisuswiq |[e)s Bubiied L 3YNOIA










































	P&Z Agenda 01/08/13

	P&Z Minutes 12/11/12

	Staff Rpt to PC

	Wyoming Authentic Products

	C1.1 Site & Utility Plan

	AS1.1 Arch Site, Signage, Landscape

	A3.1 Elevations

	Boundary Adjustment


	Proposed Off-Street Parking Ordinance

	Stampede Rodeo Sign & Archway

	Proposed Sign

	Vicinity Map 
	Certified Land Description

	Survey

	Exisiting Sign

	Electronic Reader board Specs

	Specs

	Sign Support Detail

	Sign Support Detain Cont'd

	Archway Detail

	Site Plan


	Bargin Box Signage Sketch.pdf
	Bargin Box Signage Sketch
	Existing



